








































































XSEL Controller

71 XSEL

Teaching Pendant

PC Software (Windows only)
Feature A software application that assists you in the initial startup of your system by offering

functions for program/position input, test operation, monitoring, and more.
Enhanced debugging functions help reduce the startup time.

IA－101－X－MW  (with RS232C cable )

5  m

Applicable controller
XSEL－P/PX

PC Software (CD)
RS232C       cable
CB－ST－E1MW050－EB

 Model

 Co guration

IA－101－XA－MW  (with cable conforming to safety category 4)

 Model 

 

IA－101－X－USBMW   (with USB conversion adapter + cable)

5  m

Applicable controller 
XSEL－Q/QX

PC Software (CD) Cable conforming to safety category
CB－ST－A1MW050－EB

5  m1  m

Applicable controller 
XSEL－P/PX

PC Software (CD)
RS232C  cable
CB－ST－E1MW050－EB

USB cable
CB－SEL－USB010

USB conversion adapter
IA－CV－USB

Applicable controller
XSEL－P/Q

 

 

 

 Features A teaching device offering functions for program/
position input, test operation, monitoring, and more.

 Model 

 Co guration

 Speci cation
Item SEL－T SEL－TD

SEL－T 

SEL－TD

Standard type

Deadman switch type

Model

5m

66.6

46.9
39.0

55.0

89.6

21
8.

3

110.0

Model CB-X-PIO
I/O Flat Cable (for XSEL-J/K/P/Q)

indicates the cable length (L). You can specify a desired length up to 10 m is supported.
(Example) 080 = 8 m

L

Flat cable (50-core)

No connector at end

2 1

50 49

ColorNo. Wiring

Flat cable, 
pressure 
welded

1 
2 
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8 
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10 
11 
12 
13 
14 
15 
16 
17 

  

18 
19 
20 
21 
22 
23 
24 
25 
26 
27 
28 
29 
30 
31 
32 
33 
34

 

35 
36 
37 
38 
39 
40 
41 
42 
43 
44 
45 
46 
47 
48 
49 
50

 

AIl you need a replacement cable after the purchase of your product, specify the applicable model by referring to the information below.

Description

3-position enable switch

ANSI/UL standard

CE Mark

Display 

Surrounding air temp / humidity

Protection structure

Weight

Not equipped Equipped

Not compliant Compliant

Compliant

20 characters x 4 lines

0-40 C, 10-90% RH (non-condensing)

I P54
Approx 0.4 kg (excluding cables)

Model

Replacement Parts

ColorNo. Wiring ColorNo. Wiring
Brown 1
Red 1

Orange 1
Yellow 1
Green 1
Blue 1

Purple 1
Gray 1
White 1
Black 1
Brown-2
Red 2

Orange 2
Yellow 2
Green 2
Blue 2

Purple 2

Gray 2
Black 2
White 2
Brown-3
Red 3

Orange 3
Yellow 3
Green 3
Blue 3

Purple 3
Gray 3
Black 3
White 3
Brown-4
Red 4

Orange 4
Yellow 4

Green 4
Blue 4

Purple 4
Gray 4
Black 4
White 4
Brown-5
Red 5

Orange 5
Yellow 5
Green 5
Blue 5

Purple 5
Gray 5
Black 5
White 5

Flat cable, 
pressure 
welded

Flat cable, 
pressure 
welded
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