


Ideal for washdown applications

AC Variable Speed Drive
0.37kW – 7.5kW (0.5 – 10HP)
110 – 480V
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OPTIDRIVE™ 
IP66 / NEMA 4X
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NEMA 4X
The NEMA (National Electrical Manufacturers 
Association) ratings can be approximately 
compared to those of the IP system.

NEMA 4X specifies protection against 
falling dirt, windblown dust, splashing or 
hose‑directed water, corrosion and external 
formation of ice.

Options
Product Description

Optifilter RFI Line Filter

Optibrake Dynamic Braking Resistor

Input Chokes Mains Supply Input Chokes

Output Filters Motor Output Filter, recommended for long motor cable runs

2ROUT 2 Relay Output option

HVACO 2 Relay Output for HVAC operation

LOGIP High Voltage Logic Input option

Optiport E2 Optiport Plus remote mounting keypad

Network Cables RJ45 Cables and Splitters

PC Connection Kit Isolated USB to RS485 Adaptor

Optiwand PDA / SP Commissioning and backup software for Pocket PC / PDA

Optistore V3 Commissioning and storage software for PC

Fieldbus Gateway DeviceNet, Profibus and Ethernet gateways

Industry Sectors
Food Processing  |  Paper & Forest Products  |  Petroleum & Chemical

Unit & Baggage Handling  |  HVAC  |  Pumping & Fluid Handling  |  Aggregate & Cement  |  Mining 

IP66
IP (Ingress Protection) ratings classify 
the level of protection provided by an 
enclosure or housing, against solids 
(1st digit) and liquids (2nd digit).

IP66 is rated as ‘dust-tight’ and protected 
against ‘heavy seas’ or ‘powerful jets 
of water’.

Switched Option
Local potentiometer for speed •	
control

Drive FWD/OFF/REV switch - •	
Programmable for Hand / Auto 
(Local / Remote) applications

Local Power Isolator - Provides •	
the ability to isolate the motor for 
maintenance and servicing.


